
Day Time
Surface 
Tension 

(dynes/cm)

Limit 
(dynes/cm) Wetting Agent Type Wetting Agent

Amt Added (ml)
Operation 

(hours)
Operator 

Initials Comments

1 45
2 45
3 45
4 45
5 45
6 45
7 45
8 45
9 45

10 45
11 45
12 45
13 45
14 45
15 45
16 45
17 45
18 45
19 45
20 45
21 45
22 45
23 45
24 45
25 45
26 45
27 45
28 45
29 45
30 45
31 45

EQP5788 (3/05)

MICHIGAN DEPARTMENT OF ENVIRONMENTAL QUALITY, AIR QUALITY DIVISION

Month____________  Tank ID_______   Plant Name___________________________  Plant Location____________________________

This information is required by Article II, Part 55 (Air Pollution Control) of P.A. 451 of 1994, as amended, and the Federal Clean Air Act of 1990.  Failure to provide this information may result in 
penalties and/or imprisonment.
Applicable Rule: 40 CFR Part 63. Subpart N--National Emission Standards for Chromium Emissions from Hard and Decorative Chromium Electroplating and Chromium Anodizing Tanks.
Use this form to document the additions of fume suppressants (i.e., wetting agents) and the measurements of surface tension.  Records must be maintained on file for five years and made available upon request for 
inspection by the Michigan Department of Environmental Quality.

Chrome NESHAP - Fume Suppressant - Stalagmometer
Daily Process Operations Record


